4K Ultra-High-Definition (UHD)

Coax Cables and Connectors for 12G-SDI
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Belden 4K UHD Coax Cables for 12G-SDI maximize 4K
signal transmission distance over a single coax, minimizing
weight and space utilization compared to multi-link
solutions. Full breadth of portfolio allows for flexibility in
various applications and environments.
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12G-SDI Coax Cables and Connectors

Part Number

Description

BNC Compression g BNC q q
mm“ HoCPR Connector St"p Too! Connector c"mp Too! Stnp Too!

Mini RG-59 23 4855R - - igggél’.w 4855RBUHD1 CPLCRBC-BR  PS59/6/RGB | 4855RBUHD3 BB3PHCT PA1248ST
Mini RG-59 Plenum 23 - 4855P - - - - - 4855RBUHD3 BB3PHCT PA1248ST
RG-59 20 4505R - - 4505ANH | 4505RBUHD1  CPLCRBC-BR PSA/59/6 4505RBUHD3 BB3PHCT PA1248ST
RG-59 Plenum 20 - 4505P - - - - - 4505RBUHD3 BB3PHCT PA1248ST
RG-6 18 4694R 4694P 4694ANH | 4694RBUHD1  CPLCRBC-BR PSA/59/6 4694RBUHD3 BB3PHCT PA1248ST
RG-6 Flexible 18 - - 4694F - - - - 4694RBUHD3 BB3PHCT PA1248ST
: 4794ANH KTH-1000%;
Series 7 16 4794R - - A794ELW 4794RBUHD1 CPLCRBC1794 PS11 4794RBUHD3 Die KTH-2016* -
. KTH-1000%;
ﬂenes 7 Plenum 16 - 4794P - - - - - 4794RBUHD3 Die KTH-2010* B
KTH-1000%;
RG-11 14 4731R 4731P - 4731ANH - - - 4731RBUHD3 Crimp Die Pin KTH-2010%; -
Crimp Die Sleeve KTH-2041*

Standard jacket colors: black, red, orange, green, blue and violet. Some cables also offered in white or yellow. *These tools are Kings-WIN® brand.

NEW 12G-SDI VideoFlex® Snake Cables 6G-SDI VideoFlex® Snake Cables

Cable | ndividual Cable | indvidua
Mini RG-59 4855R 4855RX5 4855R10 4855R16 Mini RG-59 1855A 7787A 7788A 7789A 7790A 7791A 7792A 2178A
RG-59 4505R - - 4505RX5 - - - - RG-59 1505A 7794A 7795A 7796A - 7798A - -
RG-6 4694R - - 4694RX5 - - - - RG-6 1694A 7710A 7711A 7712A - 7713A - -
Series 7 4794R - - 4794RX5 - - - - Series 7 1794A - - 2177A - - - -

6G-SDI Coax Cables and Connectors

Part Number

Cable 1-Piece Compression 3-Piece Crimp
Description

N BNC BNC Locking | Compression
mmn- Stnp ool c"mp Too! St"p Too!

Lr::itr:iaa_ture 28.5 179DT - 179DTBHD1  179DTBHDL  CPLCRBC-BR PS59/6/RGB | 179DTBHD3 BB3PHCT PA1248ST
Mini RG-59 23 1855A  1855P - - | 1855ABHD1  1855ABHDL  CPLCRBC-BR PS50/6/RGB | 1855ABHD3 BB3PHCT PA1248ST
RG-59 20  1505A - - - | 1505ABHD1  1505ABHDL CPLCRBC-BR  PSA/59/6 | 1505ABHD3 BB3PHCT PA1248ST
RG-59Pleum 20 - 1506A - - | 1506ABHD1  1506ABHDL  CPLCRBC-BR  PSA/59/6 | 1505ABHD3 BB3PHCT PA1248ST
RG-59 Flexible 20 - - 1505F - - - - - 1505ABHD3 BB3PHCT PA1248ST
RG-6 18 1694A - - - | 1694ABHD1  1694ABHDL  CPLCRBC-BR  PSA/50/6 | 1694ABHD3 BB3PHCT PA1248ST
RG-6Plenum 18 - 1695A - - | 1695ABHD1  1695ABHDL  CPLCRBC-BR  PSA/50/6 | 1694ABHD3 BB3PHCT PA1248ST
RG-6 Flexible 18 - - 1694F - - - - - 1694ABHD3 BB3PHCT PA1248ST
RG-6 1694ABHDL or
Waterblocked 18 1694RW - - 1694WB | 1694ABHD1 Jeovniriy CPLCRBC-BR  PSA/50/6 | 1694ABHD3 BB3PHCT PA1248ST
Series 7 16 1794A - - - 1794ABHD1 - CPLCRBC1794  PS11  |4794RBUHD3 KTH-1000% -
Die KTH-2010*
KTH-1000*;

RG-11 14 TI31A  7732A - - - - - - 4731RBUHD3 _Crimp Die Pin KTH-2010* -

Crimp Die Sleeve KTH-2041*
RG-11 . KTH-1000%
Waterblocked 14 T731RW - - T7731WB - - - - 4731RBUHD3 _Crimp Die Pin KTH-2010* -

Crimp Die Sleeve KTH-2041*

Standard jacket colors: black, red, orange, green, blue and violet. Some cables also offered in white or yellow. *These tools are Kings-WIN® brand.
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